
Electronic Drone Mitigation System 
SkyWiper-EDM4S 

 
SkyWiper-EDM4S is designed to counter 
Remote Piloted Aircraft Systems (RPAS). This 
is achieved by intercepting control, video and 
navigation signals. Solution is fully mobile. All 
modules are integrated and ready to be used 
by activating rifle trigger. 
 
 
 
 

RADIO MODULES 

System is provided with radio modules for most 

popular RPAS control, video 

and GPS frequencies. 

433MHz, 900 MHz,  

GNSS 1.5 GHz, GNSS 1.2 GHz,  

2.4 GHz, 5.2 GHz, 5.8 GHz 

Power of radio modules in 

each frequency range 

380-525 MHz – 10 W 

700-1020 MHz – 10 W 

GNSS L1 (1550–1610 MHz) – 10 W 

GNSS L2/L5 (1150–1310 MHz) – 10 W 

2400-2500 MHz – 10 W 

5150-5350 MHz – 10W 

5725-5850 MHz – 10W 

On demand, system can be provided with other frequencies 

  

EQUIPMENT SET 

Robust rifle (imitation) frame 

Directional antennas 

Radio module 

Battery module 

Optical sight (red dot or zoom) 

Operation distance 3-5 km (COTS quadcopter drones) 



ANTENNAS 

System is provided with high gain  

professional antennas 

380-525 MHz – 3 dBi, vertical polarization 

700-1020 MHz – 8 dBi, vertical polarization 

GNSS L1 (1550–1610 MHz) – 8 dBi, vertical polarization 

GNSS L2/L5 (1150–1310 MHz) – 8 dBi, vertical polarization 

2400-2500 MHz – 10 dBi, vertical polarization 

5150-5350 MHz – 10 dBi, vertical polarization 

5725-5850 MHz – 10 dBi, vertical polarization 

 

PHYSICAL SPECIFICATION 

All system modules are mounted on ruggedized rifle imitation frame and lightweight aluminum construction  

Integrated handle 

Standard RIS mounting system 

Expandable stand handle 

Foldable hinge for easy transportation 

Dimensions (open/closed hinge) 220x360x1050mm / 220x360x830 mm 

Weight  8.3 Kg (fully equipped) 

 

BATTERY MODULE 

Changeable battery module 24V DC 

Battery charger 230V AC 

Operation time 30 mins/battery 

Battery level indicator. UN38.3 certified. 

CONTROL 

Equipment is ready to be used with one push of the button (power on) 

Equipment is activated by holding the rifle trigger 

LED indication when equipment is active 

 

SAFETY 

System is safe to use. Measurements of equivalent plane wave power density (S) are compliant to reference 

levels for whole body exposure, provided in “ICNIRP GUIDELINES FOR LIMITING EXPOSURE TO TIME-VARYING 

ELECTRIC, MAGNETIC AND ELECTROMAGNETIC FIELDS (100 kHz TO 300 GHz)”. Official measurement results 

performed by certified laboratory are provided. 

 

Accessories   KONTAKTAMS 

Holographic sight (red/green)  UAB „NT Service“ 

Additional battery module  www.ntservice.eu 

Transportation bag  +370 5 2685222 

Transportation hard case   sales@ntservice.eu 

 


